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Technical data sheet
Polystone® M (UHMW-PE) M-Slide

Product characteristics Typical field of application
* Very low coefficient of friction * Chute liners
* High abrasion and wear resistance * Bin and Silon Liners
* Self-lubricating * Conveyor skirting
Physical Properties tested method unit value
Specific Gravity D792 g/cm?3 0.95-0.96
© Water Absorpton | psto % <00t
_ Mechanical Properties testedmethod  unit valee
Hardness D785 Shore D 62 - 66
© Tensile Strength atyield 73°F D68 | psi 3000
© Tenslle Moduus D8 psi 100000
* ElongatonatBreak D% % 2200
* FlexuralStrengh D790 si 2300
© Compressive Stengh ~ D6% si 2900
©lzod Impact, Notched D286 fbin NoBreak
© Coefficient of Friction, Dynamic - - - 007-010
_CoeffentofFrcton, Sae - .- 010015
Abrasion Loss - - 80
~ Thermal Properties | testedmethod  unit value
_CTEfnear ] D66 ] VK roxdet
MeltingPoint ] D318 ] F 266-2715°
Maximum Service Temperature, Air - °F 180°
oetecin T ovgn oo 0si6 s
_ Flammabilty UL4 S tinch B
Electrical Properties tested method unit value
Dielectric constant D150 - 2.3
© Sufaceresistvity | D257 Ohmem >0
Comecwwan ow Ty e
Compliance Properties tested method unit value
FDA - - No
CNSE - - N
CusoA - - N

The data stated above are average values ascertained by statistical tests on a regular basis. The data above are provided purely for information and shall not be regarded as binding unless
expressly agreed in a contract of sale.
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