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Technical data sheet
RAMEX® (UHMW-PE)

Product characteristics

* High abrasion and wear resistance

* Low coefficient of friction
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Typical field of application

* Wear strips

* Chute and hopper liners

* Economical grade * Chain guides

Physical Properties tested method unit value
_SpecificGravity brez gem* 093-094
. Water Absorption D570 ] Yoo 001

Mechanical Properties tested method unit value
L ol ShoreD ... 6369 ...
. Tensile Strength atyield 78°F Dess ] pSl 8000
_YensileModulus . D638 ] psi_.......J00000
_ElongationatBreak D638 e LN 220 .
FlexuralStrength . b0 ] pS 80000 .
...Compressive Strength D6 ] PSi 2800
..\zodImpact, Notched ... D256 ] bin o ......NeBreak
... Coefficient of Friction, Dynamic R . 0.15-020 ...
. Goefficient of Friction, Static S SRR 020-025 ..

Wear Resistance Sand Slurry - 90
~ Thermal Properies testedmethod  unit value

CTE, linear D696 infin°F 1.1 x 104
© MeltngPoint D348 F 266-275°
* Maximum Service Temperature, At~ - °F 800
© Deflection Temperature at 1.8Mpa (264psi) D648 °F 1
© Flammabilty, ULO4 - Y%inch  HB
* Electrical Properties | testedmethod ~ umt value

Dielectric constant D150 - 2.3
© Surface resistvity D257 Omicm  na
 Dielectricstrength D149 mi 00
~ Compliance Properties | testedmethod  unt value

FDA - - No
NS - - N
CuspA - - N

The data stated above are average values ascertained by statistical tests on a regular basis. The data above are provided purely for information and shall not be regarded as binding unless

expressly agreed in a contract of sale.
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